INITIAL SCREENING OF POTENTIAL ALIGNMENTS
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© Alignments A and B: 4th and sth
Avenues and 1st Avenue with a
connection to Westlake serve the key
project purpose of connecting the South
Lake Union and First Hill streetcars.

Most significant modal Could be Study
conflicts (bus capacity) considered in underway in
a future study Waterfront
under different Project
purpose and
need

© Alignment C: The 1st Avenue alignment

with an extension to serve Uptown
received strong support, but in isolation
does not serve the key project purpose
of connecting the South Lake Union and

First Hill streetcars. Alignment C will be
evaluated in Tier 2 as a potential future
phase project.
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INITIAL SCREENING OF POTENTIAL MODES

. Tier 1 Modes:
Overall Evaluation . Mixed-Traffic and Exclusive Streetcar

MIXED-TRAFFIC EXCLUSIVE

Streetcar- Enhanced Link
Mixed-Traffic Bus Light Rail

D CD) & =3 =3

© Primarily mixed-traffic © Dedicated streetcar/
operations transit lanes where
X X X :  © Limited intersection and feasible
signal priority © More extensive
Do not meet the project purpose of © Shorter spacing between intersection priority and
connecting the South Lake Union and : stops full signal priority
i - First Hill streetcars or are not consis- .
MlxeC! Trafﬁc and tent with local and regional plans. © Longer spacing between
Exclusive Streetcar stops
forwarded to Tier 1 :
evaluation Mixed-traffic and exclusive streetcar modes will be differentiated

in the Tier 1 evaluation by the extent of exclusive right-of-way, the
overall level of transit priority, and other characteristics. These
scenarios are intended to illustrate a range of potential benefits and
impacts.

Either option could include higher capacity vehicles, off-board fare
payment, and other features. These will be evaluated in more detail in
Tier 2.
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